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ecoPowerStation PRO3
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Capacity
15 kWh

Output
32 kW

Weight
99 kg

Connectors
CEE16, CEE7

More power. More capacity. Same housing. 
 
The ecoPowerStation PRO3 is the more powerful evolution of the proven ecoPowerTrolley. It delivers increased power 
and higher capacity without changing the compact, robust housing concept. Ideal for professional applications where 
reliable energy is essential. 
 
With 15 kWh of capacity and up to 11 kW of continuous power, the ecoPowerStation PRO3 reliably and emission-free 
supplies demanding equipment. Whether on construction sites, in service vehicles, or at events, power is available 
exactly where it is needed, independent of the grid.

The ecoPowerStation PRO3 opera-
tes completely emission-free and 
silently. No fossil fuels or lubricants 
are required. This makes the system 
ideal for use in sensitive environ-
ments, indoor spaces, or noise- 
critical areas. 
 
Thanks to its low-maintenance 
battery concept, service intervals, 
fuel logistics, and ongoing operating 
costs are eliminated. This significant-
ly reduces effort and costs in daily 
operations and ensures a reliable 
power source ready for use at any 
time.

With 230 V and 400 V three-phase 
power, high-demand devices can be 
operated stably and reliably. Applica-
tions with high inrush current, such as 
welding equipment, heavy power tools, 
or event technology, can be run without 
any additional power infrastructure. 
 
Thanks to the optional 400 V fast- 
charging capability, the ecoPower- 
Station PRO3 is ready for use again in 
around two hours. Alternatively, it can 
be conveniently charged via 230 V or 
independently of the grid using a PV 
micro-inverter.

The ecoPowerStation PRO3 combines 
significantly increased performance 
with a proven, compact housing. 
The IP65-protected design ensures 
reliable operation in demanding daily 
work, in all weather conditions and 
harsh environments. 
 
Using the integrated parallel con-
nection, two ecoPowerStation PRO3 
units can be coupled. This allows 
power and capacity to be expanded 
flexibly, enabling easy adaptation to 
growing requirements and changing 
application scenarios.

Whisper-quiet, clean and 
maintenance-free 
 

More power in a compact, 
expandable format

Single- and three-phase power 
for professionals
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Electrical data
Battery
Gross capacityw 15 kWh

Net capacitye 13.5 kWh

Cell technology Lithium-ion NMC (nickel-manganese-cobalt oxides)

Battery capacity warranty minimum 70% of the nominal capacity remaining after 1,000 full cycles or 6 years

Charging methods 230 V, 400 V, PV micro inverter

Charging time (default)r 8 h (230 V / Schuko DE or T13 CH)

Fast charger 2 h (400 V / CEE16)

Power Electronics
Max. Discharge powert 32 kW

Discharge power (continuous)y 11 kW

Discharge power in parallel mode max. 64 kW

Max. charging power 7 kW

Output data and connectoru
3/N/PE AC 400 V 50 Hz (CEE16)
1/N/PE AC 230 V 50 Hz (2 connections CEE7), optionally Schuko DE or T23 CH

Input data and connector
3/N/PE AC 400 V 50 Hz (CEE16)
1/N/PE AC 230 V 50 Hz (Schuko DE or T13 CH)

Overcurrent protection device Short circuit protection and elecrtonic Fuse (B16)

Cooling Passive

Efficiency i > 95 %

User interface
Operation On-Off button

Display Touchscreen (TFT) for information and input

Informations
State of charge (SoC), operating mode, output power, charging power, operating time, 
charge time

Warnings
Over- and undertemperature, state of charge, overload, output power reduction, 
emergency stop

Errors Over- and undertemperature, overload, undervoltage, faulty components, insulation faults

Mechanical data
Total weighto 99 kg

Dimensions LxWxHp 944x357x596 mm

Temperature range charge 0°C to +40°C

Temperature range discharge -10°C to +45°C

Storage temperature Storage up to 3 months at -10°C to +45°C, >3 months at 0°C to +25°C

Degree of protection IP65 (dust and water jet protection)

Housing Aluminum and plastic

Relative air humidity 5 - 95 %

Security
Battery Management System (BMS)a SIL2 Level

Safety functions
All-pole disconnection, over- and under-temperature cut-off, over- and 
undervoltage disconnection, redundant overcurrent disconnection, 
patented overcurrent protection per battery cell, insulation monitoring

Compliance RoHS, CE

Certification EN 62619, EN 62477-1, EN 62040-1, UN38.3

w Standard charge 0.2 C, 25°C / discharge at 0.2 C, 25°C.
e Standard charge 0.2 C, 25°C / discharge at 0.5 C, 25°C.
r Up to 90 % SoC
t For 10 seconds, cos(φ) 0.7...1  
y cos(φ) 0.7…1

u Other connector types on request
i At nominal power
o Without wheels and cables and attachments
p Without wheels and cables
a Integrated according to IEC 61508 standard


